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cirkit - base table overview
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sizes - base tables

front view

590mm
640mm
710mm
760mm

plan view

750mm

750 / 1100 /
1200 / 1500mm

wedge

corner (r/h return)

corner (l/h return)

Fully welded steel frame

40mm steel downstand rail

Fixing position 
for add-on table

Screen fixing point

Adjustable feet (+/- 10mm of 
height adjustment)

Top - 18mm laminated MDF 
with optional textured PU or 
polished MDF edging

Add-on table (flat 
pack)

Base table (fully 
welded frame)

When assembling cirkit, [cfg] 
recommends the following: 
cirkit add-on tables should be 
assembled by at least two people. 
Bolts and nuts should be tightened 
with the aid of a socket spanner.

Optional power ports (not available 
on 750 square and wedge tables)

750mm

1065mm

1500mm
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750mm

(Fully welded complete table - no assembly required)
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cirkit - add-on table assembly

sizes - add-on tables

front view

590mm
640mm
710mm
760mm

plan view

750mm

750 / 1100 / 1200 / 1500mm

add-on table fixings

4x M8 short coach bolts (for 
cross rail fixning

4x M8 long coach bolts (top 
frame fixing)

8x M8 nuts

8x M8 steel washers

1
First hook the add-on cross rail onto 
the base table leg and then onto the 
add-on leg frame as shown.

Secure with 2x M8 coach 
bolts per leg. Do not fully 
tighten the bolts at this stage.

2

Add-on table (flat 
pack)

Base table (fully 
welded frame)

Cross rail

Leg frame

Leg frame / cross 
fixing detail

Short M8 coach bolts

Leg frame
cross rail has top 
hooks on either 
end to assist in 
positioning prior 
to fixing with 2x 
short coach bolts.

3
Place top frame onto the legs and fix with the 
4x long bolts as supplied. Repeat stages 1 to 3 
with additional add-on tables. Tighten-up all 
bolts (see note below)

18mm MDF tops are placed into position and 
screw fixed from the underside with supplied 
screws. Match tops with frames ie 1200mm 
frame with 1200mm top.

4

Add-on table (flat 
pack)

Base table (fully 
welded frame)

Note: If using additional add-on tables, do 
not fully tighten-up bolts until all tables have 
been fitted!

When assembling cirkit, [cfg] 
recommends the following: cirkit add-on 
tables should be assembled by at least two 
people. Bolts and nuts should be tightened 
with the aid of a socket spanner.

Table frame fixing detail 
(viewed from underside)

Add-on table frame

Long M8 coach bolts

Base table frame

14x wood screws

(Requires assembly)
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cirkit - corner top assembly

Sizes - corner tops

front view

plan view

750mm

Corner top fixings

4x M8 long coach bolts (top 
frame fixing)

4x M8 nuts

4x M8 steel washers
4x 5mm packer washers

590mm
640mm
710mm
760mm

Square (+ leg) 45° & quadrant

750mm

75
0m

m
75

0m
m

Table frame fixing detail 
(viewed from underside)

Corner frame

Long M8 coach bolts

Base table frame

When assembling cirkit, [cfg] recommends the following: cirkit add-on tables should be 
assembled by at least two people. Bolts and nuts should be tightened with the aid of a socket spanner.

1
Screw round leg into fixing bracket on 
the corner frame (square or semi-circular 
top only) Do not over tighten as this 
may cause the fixing bolt to shear

3

Base tables (fully 
welded frame)

2
Place corner top frame into position and 
secure to base table ends using  2x long 
bolts and 5mm packer washers per end 
(total 4x bolts as supplied) If corner top is 
scured to add-on tables, fix using existing 
bolts

5mm packer 
washer18mm MDF top is placed 

into position and screw 
fixed from the underside 
with supplied screws.

Level top as necessary using 
leveling foot.

3

75
0m

m

1500mm

Semi circular top fixing postion 
(viewed from top)

Base tables (fully 
welded frame)

Semi circular 
end table

Leg

9x - 14x wood screws

(Requires assembly)
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Sizes - shaped end table

front view

plan view

Fixings

2x M8 long coach bolts (top 
frame fixing)

2x M8 nuts

2x M8 steel washers
2x 5mm packer washers

590mm
640mm
710mm
760mm

1200mm
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cirkit - shaped end table assembly
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750mm
	



Shaped end table (R/H)

Shaped end table (L/H)

1
Screw round leg into fixing bracket on 
the corner frame (square or 
semi-circular top only) Do not over 
tighten as this may cause the fixing 
bolt to shear

3
18mm MDF top is placed 
into position and screw 
fixed from the underside 
with supplied screws.

Level top as necessary using 
leveling foot.

When assembling cirkit, [cfg] recommends the following: cirkit add-on tables should be 
assembled by at least two people. Bolts and nuts should be tightened with the aid of a socket spanner.

15x wood screws
Base table (fully 
welded frame)

Table frame fixing detail 
(viewed from underside)

Shaped end table frame

Long M8 coach bolts

Base table frame

2
Place corner top frame into position and 
secure to base table ends using  2x long 
bolts and 5mm packer washers per end 
(total 4x bolts as supplied) If corner top is 
secured to add-on tables, fix using existing 
bolts

5mm packer 
washer

(Requires assembly)
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cirkit - storage unit
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Sizes -storage units
Desk high

358mm 500mm

710mm
760mm

750mm

front view

plan view

710mm
760mm

750mm

500mm

Below desk

640mm

358mm 500mm

478mm

plan view

front view

Desk high unit - height adjustment detail

To adjust foot use a 
slot-headed screwdriver

Plinth

710 / 760 high storage unit

Base of carcase

Adjustable foot 
and bracket

Floor level

Profiled edge

Flat side edges - butt 
up to table ends

Adjustable feet fitted 
to all desk high units

Mobile units are produce 
in only one height to fit 
under 710 or 760mm high 
cirkit tables

4 x castors

Flat back edge - 
matches cirkit table 
ends

Cirkit table postion




